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' RUSSELL COIL COMPANY 
LIGHTNING ELECTRIC 


THE RUSSELL LIGHTNING DEFROST 
SYSTEM is designed to keep RUSSELL unit DIAGRAM 1./ PARAGON NO. 8145-0 OR -20 TIMER 


: X ; 
DEFROST SYSTEMS WIRING DIAGRAMS FOR | 
$ 
coolers performing at maximum efficiency. is . 0 : 
OPERATION IS SIMPLE Defrost is initiated by Ve 
a time clock and terminated by temperature. Epes e EE = È 
Sufficient electrical heat is applied in the right | | Sol. | 
places for rapid, complete defrost, even under ao | | 
variable conditions. Temperature termination of im h ised N | 
the defrost and fan delay controls automatically LEGEND (d i | > ; 
prevents wasteful overheating and minimizes PARAGON TIMERS E T3 -H | 
box and product temperature rise. | Ae ue Dd is | 
NORMAL REFRIGERATION CYCLE Wiring TH . Boxifhermostat 
diagrams all show the timer contacts in refrigera- = w v 
tion cycle position. Fans are running. Liquid Sol Timer Release 
line solenoid valve is open. Box temperature is Hi-Lo b. nine 4 3 
controlled by a thermostat either in the com- Switch E cr | 
pressor line circuit or the liquid line solenoid DTFD Defrost Termination Si 
valve circuit. “he Mie i cades | Q5 oo ES | 
DEFROST OPERATION At the initiation of a C Hölgag Coil | | 
defrost, the timer contacts are reversed from eub c decies x SE | Si Si a 
Ne l ! Field Wiring á | | BIB i 
the position shown. Fans stop. Compressor is — Factory Wiring 4 | n la | BIBIT 
stopped either by the timer or by the pressure j ERI RIT ! pi tcu = SS 
control. Heaters are energized. | B o o | ACE: NOE 2 
DEFROST TERMINATION AND COIL RE- | oom od SUNT 


COOLING CYCLE At the termination point 


: : Box thermosat controls line current to compressor. Timer turns off compressor during 
the defrost terminating thermostat contacts defrost. Healer current controlled directly by timer. Do not use C.P.R. valve with this 
make N to X. This automatically resets the system. It isfecommended that a pressure limit expansion valve be used on this evaporator. 
timer to the refrigeration cycle position. The | N : 
“Compressor starts. The fans, however, wired m= p — ap—yÁ——— üt SA ‘ E 


through one contact of the defrost termination 
and fan delay thermostat do not start until this 


control returns to the cold position. This pre- | 
vents air circulation across a warm evaporator DIAGRAM 2./ PARAGON NO. 8145-0 OR -20 TIMER 


and possible water blow-off into the room. 


A heater thermostat (HS) is standard equipment 


on all RUSSELL LIGHTNING DEFROST nu 
SYSTEMS. This control prevents the unit from | cb - Diosa | 
overheating in case of a malfunction which may ER Reach 


prevent the heaters from turning off. 


Drain lines must be heated within the cold Thase conn's. 
; 1 : i must have the 
space with electrical heating tape and trapped sa he polarity 


outside the cold area where it cannot freeze. 


á SAS SS Compressor E 
THE FOLLOWING WIRING DIAGRAMS SHOW SONNEN B 
TYPICAL CONTROL CIRCUITS FOR THE VAR- 
IOUS TYPES OF RUSSELL UNIT COOLERS. 
NOTES ON RUSSELL 
LIGHTNING DEFROST SYSTEMS 
Note Í. On initial start of the system, the fans PALS oe oTFD 
sis will not run until the fan delay thermostat 2 z Li 
ar .is cooled to approximately 30° or the low A A R ! 
s #5. point setting of DTFD. oP Rae 
She UN Lf) EE 
Note 2. = When a fan delay is used, the motor current a ‘ 
209595, must not exceed the current rating of the Non Adjustable Adjustable, — bu 
© = ~ 5 control contacts, The timer rating is 40 amps. wn BS ` Se ii A 
CC s v. The non-adjustable clampon DTFD thermo- SS 3 
stat is 16 amps. The rating of the adjustable Box thermo:tat controls compressor starter. Timer turns off compressor during defrost. | 
remote bulb DTFD thermostat is 8 amps. Heater current controlled directly by timer. Do-not use C.P.R. valve with this system. It is 
separate rate contactors should be used when recommended that a pressure limit expansion valvé-be used on the evaporator. 
defrost heater or fan motor amperage is = MS 
exceeded or voltage is different from timer. | À ; ~~ 
Roce eee ; | Note 4 Diagram 4 is used if single phase heater NS 
Note 3. When an electric drain line heater is used, ` [gad exceeds 25 amp - heater safety rating. S 
it may be connected across terminals “N : SS 
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DIAGRAM NO. 3./ PARAGON NO. 8145-0 OR -20 TIMER 
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Box thermostat controls liquid line solenoid: OInpressot shuts off from 
nreccure centrel. Hoaten-eurrant cantealled dir 
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DIAGRAM NO. 4./ PARAGON NO. 8145-0 OR :-20 TIMER 
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Electric Defrost Unit 


Heaters controlled by contactor. Box thermostat controls liquid line solen- 
oid. Compressor shuts off from pressure control. Heaters controlled by | 
contactor either single or 3 phase. (3 phase shown). as 


DIAGRAM NO. 5./ PARAGON NO. 8145-0 OR -20 TIMER 
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Separate controls circuit. Box thermostat controls liquid line solenoid. Com- 
pressor shuts off from pressure control. Heaters controlled by contactor, fan 
motors controlled by magnetic starter. Either can be single or 3 phase. 


DIAGRAM NO. 6./PARAGON NO. 8145-0 OR 8145-20 TIMER 


í 
L| 
! 
l 


i Disconnect 


\ 
| 
| 

8 1 switch | 


bo a Wi LJ EI pri 


es 


Compressor 
Starter 


Fan 
Contactor. | 


Heaters 


l 
| 
x arate I 
{ E Ke | M 
L$ Lj i Fan Motor 
^n RANA e | 
c 


Non-Adjustable 
Thermostat 
» Clamp On 


Adjustabie 
Remote Bulb 
Thermostat 


Electric Defrost Unit Me 


Separate fan contactor for motor current that exceeds control amps. Box thermo- 
stat controls liquid line solenoid. Compressor shuts off from pressure con- 
trol. Heater controlled directly by timer. Fan motors controlled by contactor. 
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WIRING DIAGRAMS FOR RUSSELL LIGHTNING ELECTRIC DEFROST 


DIAGRAM NO. 7./ PARAGON NO. 8247-0 OR -20 


(Defrost terminated by pressure rise.) 
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VIAGHAM NU. 9./ MULTIPLE UNIT INSTALLATION WITH INTERCONNECTED 
DEFROST TERMINATION AND FAN DELAYS | 
PARAGON NO. 8145-0 OR -20 TIMER 
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Note 1. On multiple unit installations the defrost 
will not terminate until all units are 
defrosted. All of the fans will start as 
soon as any of the units are cooled to 
set point. 
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Russell Coil Company 
A subsidiary of Ardco Inc. 
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Positive heater disconnect. Box thermostat or 
pressure switch controls compressor starter. 
Timer turns off compressor during defrost. 
Both sides of heater line are controlled by 
timer. Factory wiring must be modified in field 
as shown. Do not use C.P.R. valve. A pres- 
sure limit expansion valve is recommend sd. 
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Electric Defrost UAyts 


total fan motor load of all units must 
not exceed control amps (the maximum 
rating of the terminating thermostats.) 
If the fan load is-greater than control 
amps, a contractor must be used. 


Heaters 


To Timer Terminals 


Note 2. On multiple" evaporator systems, the Note 3. On multiple evaporators change R or 


DIAGRAM NO. 8./ PARAGON NO. 8143-0 OR -20 
(Defrost terminated by temperature rise.) 
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